DOCK EQUIPMENT & ACCESSORIES

DOCK LIGHTS

The adjustable models allows flexible

horizontal and vertical positioning

11/2", 14-gauge square steel tubing

Two-piece wall bracket assures secure mounting
Available with either metal head or polycarbon-
ate head which will not dent, bend or break, and

stays cool to the touch '_____\1
]

Comes with wire lamp guard
PAR-38 lamp not included
cUL listed

POLYCARBONATE HIGH
PRESSURE SODIUM
LAMP HEADS

ENERGY SAVER!

+ Double strut construction for horizontal positioning

« 11/2", 14 gauge square steel tubing

* 50 W high pressure sodium lamp & lamp guard included

« Offers a 63% energy savings over 150 W incandescent PAR floodlights
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- XA208 XA209 Model No.  Description Wt. Ibs. | Model No. Description  Wt. lbs.
) T XA615 Extends 24" 14 XA617 Extends 60" 21
o @ Wire Lamp | /- XAG16 Extends 40° 17| X618 Extends 90" 29
vard| ACCESSORIES
XB205 50 Watt High Pressure Sodium Bulb 1
Model No. Arm Length" Head Type Wt. Ibs.
ADJUSTABLE SINGLE STRUT
XA213 4 Metal 16 WARNING LIGHTS
XA208 60 Metal 21 . . . .
» Solid state flashing warning light suited
DOUBLE STRUT -HORIZONTAL POSITIONING ONLY for any industrial use, such as lift trucks,
XA212 24 Metal 16 vans and shop cars
XA211 40 Metal 18 « 75-90 flashes per minute
XA214 60 Metal 23 * No motor to replace
XA349 90 Metal 35
XA350 114 Metal 43 1(’
ADJUSTABLE DOUBLE STRUT ﬁ,
XA619 40 Metal 18
XA620 60 Metal 21 Model No.
XA621 90 Metal 31 Amber Blue Red Volts
XA622 114 Metal 35 XA321 XA324 XA325 12
XA623 40 Polycarbonate 17 XA193 XA334 XA332 24
XA624 60 Polycarbonate 20 XA320 XA331 XA330 36
XA625 90 Polycarbonate 30 XA322 XA329 XA333 48
XA626 114 Polycarbonate 34
ACCESSORIES
Model No. Description LED STOP & Go L’GHT
XA209 Replacement Wire Guard Loading Dock Stop & Go Light is a safety signaling device
XB235 Replacement PAR-38 lamp that alerts truck drivers and loading dock personnel to
XC224 Replacement metal head the safety status of docked or docking trucks.

HALOGEN DOCKLIGHT

« 40' full extension
« Tempered glass lens with protective wire guard
« Light fixture can pivot up & down

¢ Includes two 500W quartz halogen bulbs

« Arm has spare bulb holder built in

« Suitable for wet areas
« On/Off toggle switch

« 6' cord with ground

« cUL listed

LIND EQUIPMENT LTD.

Model No. Arm Length" Wt. Ibs.
XA673 40 15
XB149 Replacement bulb -

B100

Simple, reliable and cost-effective warning

system that reduces the risk of accidents

Establishes a clear line of communication

between drivers and dock personnel

Safety yellow polypropylene housing

will not rust, pit, dent or corrode

Shallow depth of unit (less than most dock bumpers)
prevents damage to the Stop & Go Light

Integral eyebrow-type sun visors

create extended visibility

Mounting holes conform to

standard building specifications

Units can be used indoors or outdoors

Dimensions:

6 3/8" W x 3 3/4" D x 11 3/8" H. Lens diameter: 4 1/4"
cUL approved

- Weight: 2 Ibs. %,
% oW
Model No.
12VDC  24VDC 115 VAC Description
XC100 XC101 XC102 Stop & Go— Drone Unit
XC103 XC104 XC105 Stop & Go - With Toggle Switch
XC106 XCc107 XC108 Stop & Go— Set, including one of

each of the above
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