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LOCKOUTS
SAFETY LOCKOUT HASPS
• Keeps equipment in operative while

repairs or adjustments are made
• Attach device to energy disconnect switch
• Control cannot be turned on until 

last worker's padlock is removed
• Up to 6 workers at each lockout point
• Heavy gauge steel jaws resist 

prying against unauthorized access
• Lockout hasp has vinyl coated 

handles and is plated to resist rust
• Compatible with nos. 3, 410, 411, 

6835 and 6836 safety lockout padlocks 
with shackle diameters as large as 3/8"

RED W/O LOCKING TABS
Model Mfg.
No. No. Size
SA875 420 1"
SA876 421 1 1/2"

YELLOW (ECONOMY) W/LOCKING TABS
Model Mfg.
No. No. Size
SAN507 422 1"
SAN508 424 1 1/2"

MINI LOCKOUT STATION
• 4 solid Master padlocks w/blue trim
• 25 durable lockout tags, 3" x 5 3/4",

printed with Do not operate
• Tags are made of 20-mil styrene
• 3 metal scissors-type lockouts
• Lockouts are 4 3/8" long, have a 1" hasp 

and a perforated tab that is painted red 
and can accommodate up to 6 locks

• Lockout station is made of double-walled 
polystyrene, comes w/pre-drilled mounting 
holes and metal hooks

• Size of station: 11" x 14"
Model No. SI957 Station Only

Model No. SI958 Station w/accessories

SINGLE LOCKOUT STATION
• 10 solid Master padlocks w/blue trim
• 50 durable lockout tags, 3" x 5 3/4",

printed with Do not operate
• Tags are made of 20-mil styrene
• 3 metal scissors-type lockouts
• Lockouts are 4 3/8" long, have a 1" hasp 

and a perforated tab that is painted red and 
can accommodate up to 6 locks

• Lockout station is made of double-walled 
polystyrene, comes w/pre-drilled mounting 
holes and metal hooks

• Size of station: 14" x 21"
Model No. SI959 Station Only    

Model No. SI960 Station w/accessories

PADLOCKS
Each keyed different lock has a unique key for higher security. Padlocks are made
from rustproofed laminated steel. Models SA886 and SA888 are economic
protection best suited for tamper resistant applications. Models SA890 and
SA892 provide medium general security, use on tool boxes, man hole covers.
Models SA894 to SA900 are high security locks that provide a higher tamper 
resistant lock body and shackle.
Use on tool cribs, storage cabi-
nets and gates. All models
include 2 keys. 

Model Security Locking Case             Shackle Dimensions Wt
No. Level Mechanism Width" A" B" C" lbs.
SA886 Medium Warded 1 1/2 1/4 5/8 9/16 0.3
SA888 Medium Warded 1 3/4 9/32 13/16 13/16 0.5
SA890 Medium 4-Pin Tumbler 1 1/8 3/16 9/16 1/2 0.2
SA892 Medium 4-Pin Tumbler 1 1/8 3/16 2 1/2 1/2 0.2
SA894 High 4-Pin Tumbler 1 9/16 9/32 3/4 5/8 0.5
SA896 High 4-Pin Tumbler 1 9/16 9/32 2 5/8 0.5
SA898 High 4-Pin Tumbler 1 3/4 5/16 5/16 3/4 0.6
SA900 High 4-Pin Tumbler 1 3/4 5/16 2 1/2 3/4 0.6

COMBINATION LOCKS 
• World's best-selling combination lock
• Hardened steel shackle for extra cut resistance
• Combination security for keyless convenience
• 1 7/8" wide double-armored stainless steel body
• 3-digit dialing and 1,500 combinations for maximum security
• Combination different

Model Mfg. Shackle Dimensions
No. No. A" x B" x C"
SR914 1500 9/32 x 3/4 x 13/16 
SAL506 1500LH 9/32 x 2 x 13/16 

DIAL VALVE LOCKOUTS
Made of ultra resistant polypropylene and is completely dielectric
Resistant to extreme temperature changes from -50°F to 360°F. 
Colours recommended by ANSI.
Blue: Gases of inherently low hazard Ex.: (Argon)
Green: Liquids of inherently low hazard Ex.: (Mill Water)
Red: Fire quenching materials. Ex.: (Halon)
Yellow: Materials inherently hazardous Ex.: (Propane gas)

Model No. 
Valve size: 1 - 2 1/2" 2 1/2 - 5" 5 - 6 1/2"
Blue SA906 SA910 SA914
Green SA907 SA911 SA915
Red SA908 SA912 SA916
Yellow SA909 SA913 SA917
Inquire about other sizes.

Model Mfg.
No. No. Colour 
SN709 6835RED Red
SN710 6835BLU Blue
SN711 6835GRN Green

Model Mfg.
No. No. Colour 
SN712 6835YLW Yellow
SN713 6835ORJ Orange
SN714 6835BLK Black

SA875

SAN508

ADJUSTABLE CABLE LOCKOUT
• Integrated, single-piece safety hasp 

and cable for ease-of-use
• Ideal for both multiple circuit breaker panel 

and side-by-side gate valve lockouts
• Tough, lightweight, dielectric Xenoy®

thermoplastic body withstands chemicals
• Tough and flexible multi-stranded 1/4" (13 mm) 

diameter steel cable is insulated with a clear vinyl coating 
• Up to 4 workers can apply their personal safety locks
• Red lockout colour identifies the safety lockout application
• Complete with high-visibility permanent 

safety labels (English, French and Spanish) 

Model Mfg.
No. No. Description
SAL534 8611 Adjustable cable lockout w/6' cable
SAL535 8615 Separate 15' cable for use w/SAL534 

ALUMINUM SAFETY 
LOCKOUT PADLOCKS 
• Ideal for corrosive and tough environments
• Safety colour recognition, plus high security
• Hardened shackles for superior resistance to cutting
• Steel shackle 1 9/16" wide solid body, 

1/4" diameter x 1 1/16" long shackle
• 5-spool pin tumbler cylinder for added pick resistance
• Removable cylinder can be replaced or repinned
• Tens of thousands of key changes available
• Baked-on powder-coated finish stays bright
• Available in 6 colours, keyed different
• Laser engraving service available for an additional charge
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